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DIM 'E'
SEE TABLE

DIM 'C'
SEE TABLE

DIM 'A'
SEE TABLE

8.00

2.20

DIM 'B'
SEE TABLE

3.95

0.80

3.40

6.75

DIM 'D'
SEE TABLE

PART NUMBER DIM'A' DIM'B' DIM'C' DIM'D' DIM'E'
SURFACE
AREA

G125-9600602 16.90 15.35 10.30 7.10 3.65 420mm
2

G125-9601002 19.40 17.85 12.80 9.60 6.15 457mm
2

G125-9601202 20.65 19.10 14.05 10.85 7.40  475mm
2
 

G125-9601602 23.15 21.60 16.55 13.35 9.90 512mm
2

G125-9602002 25.65 24.10 19.05 15.85 12.40 549mm
2

G125-9602602 29.40 27.85 22.80 19.60 16.15 604mm
2

G125-9603402 34.40 32.85 27.80 24.60 21.15 678mm
2

G125-9605002 44.40 42.85 37.80 34.60 31.15 826mm
2

SPECIFICATIONS:
 MATERIAL = ALUMINIUM ALLOY
 FINISH = ELECTROLESS NICKEL
 PACKING = BAG

NOTES:
 1. METAL SHELL SUITABLE FOR THE FOLLOWING GECKO SL SERIES WITH BOARD OR
    PANEL MOUNT FIXINGS:
       G125-224XX96F3; G125-324XX96M2; G125-FV1XX05F3; AND G125-MV1XX05M2.
 2. DRAWING SHOWS METAL SHELL FOR CONNECTOR WITH 16 CONTACTS. DRAWING ALSO
    APPLIES TO CONNECTORS WITH 06, 10, 12, 20, 26, 34, AND 50 CONTACTS. SEE
    ORDER CODE. 

PRODUCT CODE:

  G125-960XX02
TOTAL No. OF CONTACTS  
 06, 10, 12, 16, 20, 26, 34 & 50.

G125-960XX02

ALUMINIUM

NICKEL

GECKO SL METAL SHELL FOR PCT
& CABLE PANEL MOUNT ASSY.

G125-960XX02 3
3
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